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RIS implementation of ECC DEC(09)04

Foreword

The ECC has decided that RIS implementations of ECC deliverables should be uploaded to the ECO website in order to help administrations fill out the EFIS database.
The RIS implementation is limited to to the use of the band 1613.8-1626.5 transmit-only mobile satellite terminals operating in the MSS.
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	Nr 
	Parameter
	Description
	Comments 

	Normative part
	1
	Radiocommunication Service
	MSS

	Mobile Satellite Service

	
	2
	Application
	Transmit-only mobile satellite terminals
	Transmit-only MES (Mobile Earth Stations) are equipment designed to operate in the absence of any real time control from the satellite

network control function. 

	
	3
	Frequency band
	1613.8-1626.5 MHz
	

	
	4
	Channelling
	
	

	
	5
	Modulation / 
Occupied bandwidth 
	
	

	
	6
	Direction / 
Separation
	UL only
	

	
	7
	Transmit power / Power density
	EIRP 30 dBm max
	

	
	8
	Channel access and occupation rules
	Duty cycle of 1 % max
	

	
	9
	Authorisation regime 
	General Authorisation 
	Transmit-only Mobile Earth Stations are exempted from individual licensing. They are registered to the authorized satellite network operator

	
	10
	Additional essential requirements
	
	

	
	11
	Frequency planning assumptions
	Not required
	

	Informative part
	12
	Planned changes
	
	

	
	13
	Reference
	ECC DEC(09)04
	

	
	14
	Notification number 
	
	

	
	15
	Remarks 
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